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  1   .  Introduction 

 Elastomeric actuators powered pneumatically are of particular 
interest for soft robotics because they can be lightweight, inex-
pensive, easily fabricated, and able to provide non-linear motion 
with simple inputs. [  1–7  ]  Pneu-nets (networks of small channels 
embedded in elastomeric structures that can be infl ated with 
low pressures—approximately 50 kPa—of air) usually require a 
change in volume of  ∼ 20× their initial volume to achieve their 

full range of bending (see SI). This require-
ment for large changes in volume limits 
the performance of soft actuators that use 
pneu-nets in three ways: i) It requires the 
transfer of large volumes of gas for actua-
tion. As a result, the rate of actuation is 
slow. ii) It generates a change of volume of 
the actuator that is signifi cant. As a result, 
it requires that the system be surrounded 
by a large volume of empty space for it to 
operate. iii) It imposes high strains on the 
material of which the pneu-net is fabri-
cated. As a result, the operating lifespan of 
the pneu-net is shortened. To circumvent 
these limitations, we have developed a new 
design for a pneu-net that is better suited 
for high-speed, large-amplitude motion 
than the design described previously. [  1–7  ]  
The new actuator bends completely—from 
a linear rod (10 cm) into an approximate 
circle—at speeds greater than 1 m/s for 
the tip of the actuator, and in intervals as 
short as 50 ms. 

 This silicone-based actuator also has two other features: 
i) it is suffi ciently durable that it can sustain intermediate-fre-
quency (4 Hz), large-amplitude motion for greater than a mil-
lion repeated cycles, without failure. ii) It shows a new mode 
of actuation. At low rates of infl ation, it bends into approxi-
mately a circle with all chambers infl ating uniformly; at high 
rates of infl ation, it curls upon itself with the chambers at its tip 
infl ating fi rst. To mimic the speed, if not the force, of a moving 
human fi nger, we fabricated a set of pneu-nets that played a 
tune on an electric piano.  

  2   .  Background 

 Soft robots are machines fabricated from compliant materials 
(polymers, [  1–8  ]  elastomers, [  1  ]  hydrogels, [  9,10  ]  granules [  11  ] ); they 
can operate with several different modes of actuation (i.e., 
pneumatic, [  1,5,11–13  ]  electrical, [  7,14–18  ]  chemical [  12,19,20  ] ), and their 
motion can be either fast (>1 Hz)  [  9,12,14  ]  or slow (<0.1 Hz). [  1,21  ]  

 Exploration of rapid motion in soft robotics is just beginning, 
and examples are at a level of initial demonstrations. [  1,9,12,14  ]  For 
example, the “GoQBot” developed by Trimmer et al., is a worm-
like robot that performs a single rapid actuation (<100 ms) 
to achieve a ballistic rolling motion by using the deformation 
of coils of shape-memory alloy (SMA). [  14  ]  Although the body of 
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inside the pneu-nets due to deformation of the elastomeric 
material defi nes the total amount of compressed gas that must 
be transported into it to achieve full bending; larger changes 
in volume require longer durations of pressurization to reach 
complete actuation.  

 To reduce changes in the volume required for complete actu-
ation, and thus to increase the rate of actuation, we designed 
a new actuator, which we refer to as a “fast pneu-net” (fPN) 
(Figure  1 B); the supplemental information describes its fabrica-
tion. The fPN, like the sPN, consists of an extensible top layer 
and inextensible, but fl exible, bottom layer. In contrast to the 
sPN, the extensible layer of the fPN contains gaps between the 
inside walls of each chamber. We designed the dimensions of 
the chambers so that the two inside walls are thinner, and have 
greater surface area, than the other exterior walls. An increase 
in the internal pressure, therefore, preferentially expands the 
inside walls, and minimizes the strain that occurs on the other 
exterior walls. In addition, the close proximity of two neigh-
boring chambers causes the expanding inside walls to push 
against each other, and results in a preferential elongation of 
the extensible layer with only small changes (<1%) in the height 
of this layer.  

the robot is made of soft materials, the rigidity of the coils of 
SMA restricts the movement of the robot to a single trajectory. 
In contrast, pneu-nets use a non-rigid actuator (i.e., infl atable 
channels fabricated in an elastomeric material) that allows its 
trajectory of motion (i.e., the shape it bends into) to change 
when encountering different external forces. [  1,4,5  ]  It is the 
compliance of the materials used for pneu-nets, however, that 
contributes to their three major weaknesses, i) slow actuation 
speed, ii) large change in volume, and iii) short lifespan. 

 High-speed actuation of a tripedal robot has been accom-
plished using the explosion of a mixture of methane and oxygen 
in a pneu-net, to generate a rapid (msec) pulse of pressure, and 
power a jumping motion (>30 cm at 3.6 m/s). [  12  ]  Although this 
explosion produced rapid motion, it is not presently adaptable 
to give precise control of the movement of the robot. Com-
bustion is also not a suitable source of power for applications 
such as medicine. Soft robotics, therefore, need pneu-nets that 
actuate rapidly (>1Hz), over their full range of motion, with 
conventional, safe methods.  

  3   .  Results 

  3.1   .  Experimental Design 

 The angular speed of bending of a structure actuated by a pneu-
net depends upon: i) the rate of infl ation, ii) the geometry of the 
internal channels and exterior walls, and iii) the properties of 
the structure (i.e., materials used for fabrication). We use pneu-
matic actuation, since pressurized air has four advantages: i) it 
provides rapid infl ation of the pneumatic structure (because air 
has low viscosity and can be moved rapidly); ii) it is easily con-
trolled and measured (using regulators and sensors); iii) it is 
almost universally available (either from compressed gas tanks 
or compressors); iv) it is light in weight; iv) it can be discarded 
after use by venting to the atmosphere. Because it is easy to fab-
ricate prototype pneu-nets, we tested the new geometry empiri-
cally rather than by modeling it. We did, however, clarify and 
visualize strains in these systems during actuation, using simu-
lations based on fi nite-element models (FEMs). We fabricated 
all of the actuators using silicone-based elastomers, since they 
are commercially available, easy to work with, and able to tol-
erate large strains (>700%). [  22  ]   

  3.2   .  Design of Rapidly Actuating Pneu-Nets 

 We have previously described actuators based on pneu-nets. [  1,5,6  ]  
These systems have consisted, in general, of an extensible top 
layer and an inextensible but fl exible bottom layer ( Figure   1 A); 
in this paper, we will refer to this type of structure as a “slow 
pneu-net” (sPN); but the abbreviation can also refer to “simple 
pneu-net” since the design and fabrication of these systems 
is slightly simpler than the ones we describe here. The exten-
sible layer of a sPN contains chambers connected by a single 
channel that, when pressurized, preferentially expand the top, 
and stretch the inside walls, of the chambers. This change in 
shape results in the bending of the entire actuator (due to the 
difference in the compliance of the extensible and the inexten-
sible layers). The maximum change in volume of the channels 

      Figure 1.  Design of Slow and Fast Pneu-nets. A,B) Schematic of the slow 
pneu-net (sPN) (A) and fast pneu-net (fPN) (B) actuators each consists 
of an extensible top layer, and an inextensible bottom layer reinforced with 
embedded paper. The top layer of the sPN actuator contains topographical 
features only along the inside surface of the actuator. The fPN actuator 
contains topographical features along the inside and outside surfaces of 
the actuator. Solid arrows identify regions of the actuators, and dashed 
arrows signify expanding regions when the actuator is pressurized. 
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recovered from the actuator. The dissipated energy equals the 
difference between the input and recovered energies. 

 To compare the sPN and fPN design, we tested actuators 
made from Ecofl ex 30 (for the extensible layer) and Sylgard 
184 PDMS (for the inextensible layer). When using Ecofl ex 
30/PDMS as the elastomer, the results show the sPN requires 
 ∼ 3× higher pressure,  ∼ 8× higher volume,  ∼ 35× more energy 
to bend fully than the fPN (Figure  2 AB). In addition, during 
one actuation cycle, the sPN dissipated nearly 30× more energy 
than the fPN. 

 The fact that the fPN undergoes smaller change in volume 
during infl ation is critical for potential applications in space-
limited settings (perhaps in procedures such as minimally 
invasive surgery, or movement through a pipe). The sPN 
requires outward expansion of its extensible layer to bend, and 
any restrictions on the space available for its expansion could 

  3.3   .  fPNs of Different Dimensions 

 To investigate the impact that different dimensions have on the 
bending of the fPN, we characterized the pressure required to 
bend it for different numbers of chambers, heights of cham-
bers, and wall thicknesses of the chambers (Figure S2). Empiri-
cally we determined that more chambers for a given length and 
thinner inside walls enabled greater bending at lower pressures 
(Figure S2). The extent to which these trends can be exploited, 
however, is limited both by the properties of the materials, and 
by the fabrication of the pneu-nets. The resolution of the 3D 
printer ( ∼ 300  μ m for the 3D printers used in this work), used 
to make the molds determines the number of chambers and 
thickness of the walls that can be fabricated using this mold. 
The effect of increasing the height of a chamber, for a given 
width, appears to plateau, and therefore even taller chambers 
would only increase the actuator size, weight, and the amount 
of elastomer used without increasing the performance of the 
actuator (Figure S2A). Although these trends suggest a guide-
line for designing fPNs, further work—both experimental and 
computational—will improve the performance of this class of 
actuators by exploring a larger volume of parameter space than 
that tested in this work. [  23  ]   

  3.4   .  Mass Transport Analysis of sPN and fPN 

 To quantify the amount of fl uid (normally air, but occasionally 
water during characterization) transported during actuation, 
we measured pressure–volume (PV) hysteresis curves for a 
test beam containing either a sPN or a fPN, with both sub-
merged in water to counteract the force of gravity. We corre-
lated these measurements with the extent of bending using 
continuous video recordings ( Figure   2 A,B). A syringe pump 
(Harvard Apparatus PHD 2000) transferred water (an incom-
pressible fl uid) into the actuator at a rate of infl ation and 
defl ation (0.07614 mL/s) that was suffi ciently slow to achieve 
quasi-static conditions. The incompressibility of the fl uid 
allowed us to equate the volume decrease/increase of fl uid in 
the syringe to that of the increase/decrease in the volume of 
the channels in the pneu-net. A pressure transducer, connected 
directly between the actuator and the syringe pump, monitored 
the pressure inside the system continuously (Figure S3). Each 
PV hysteresis curve displays the pressure and volume levels 
necessary to achieve full bending (that is, suffi cient bending 
that the two ends of the actuator touch) and defl ation back to 
the initial state.  

 Six parameters describing the performance of the actua-
tors can be extracted from the PV hysteresis plots generated 
using this procedure: i) the pressure of fl uid required for full 
actuation; ii) the volume of fl uid required for full actuation; 
iii) the input energy required for full bending of the actuator; 
iv) the energy that can be recovered during depressurization; 
v) the energy dissipated during one cycle of actuation; and vi) 
the shape (linearity or type of non-linearity) of the PV curve. 
The maximum values for the x- and y-axis signify the pres-
sure and volume required for full bending of the actuator. The 
area below the infl ation curve signifi es the input energy of the 
actuator. The area below the defl ation curve signifi es the energy 

      Figure 2.  Comparison of fPN and sPN actuators. A,B) Pressure-volume 
hysteresis curves for actuators undergoing quasistatic hydraulic infl ation/
defl ation. The areas under the infl ation and defl ation curves signify the 
amount of energy added to and recovered from the actuator. Lost energy 
is the difference between the input and recovered energy. Inset images 
show actuators at the maximum infl ation pressure. C–F) Simulated 
images, generated by a fi nite-element model, of the bending of the sPN 
(C,E) and fPN (D,F) actuators and the levels of the maximum principal 
strain (i.e., 1D dimensionless units) experienced by the actuator when 
fully pressurized. 
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layer. The fPN thus achieves a life span that is longer than we 
have been able to measure; the fPN did not fail after cyclic 
actuation at 2 Hz for 10 4 , 2 × 10 5 , and 10 6  cycles of complete 
actuation. 

 We assessed fatigue of the material by measuring PV hys-
teresis curves for three separate fPNs, before and after sub-
jecting them to cyclic testing ( Figure   4 ). The PV curves do not 
change substantially over the 10 6  cycles, suggesting that the 
performance was maintained. The slight decrease in slope, 
however, suggests that the actuator requires less pressure, but 
more volume, to bend fully; thus, after many cycles of actua-
tion, the material extends slightly more easily than before the 
cyclic testing, possibly due to strain of the polymer chains in 
the elastomer.   

  3.7   .  Analysis of Strain and Force of the sPN and fPN 

 To estimate the local strain experienced by both a sPN and fPN, 
we developed a fi nite- element analysis using Abaqus 6.11-Sim-
ulia (Dassault Systems). For the FEM, the most critical aspect 
is properly modeling the non-linear elastomeric behavior of 
the silicone materials used (Elastosil M4601). We measured 

prevent proper function. The expansion of the extensible layer 
for the fPN, however, occurs largely within the space between 
each of its chambers, and thus allows it to move in tighter 
spaces. 

 Control of the movement of the actuator is another impor-
tant parameter characterizing performance. The sPN follows a 
non-linear relationship between pressure and volume, in that 
the volume increases but pressure is relatively stable after a 
threshold pressure (Figure  2 A). This non-linearity of the PV 
curve would make it diffi cult or impossible to measure the 
degree of bending of the sPN by monitoring its pressure. The 
fPN, however, has a nearly linear PV curve; this quasi-linearity 
should allow predicting movement by monitoring pressure 
(Figure  2 B). The fPN therefore has the advantage of providing 
a complex non-linear output (i.e., a bending motion) with a 
simple near-linear input (i.e., pressure).  

  3.5   .  fPNs Fabricated with Different Elastomers 

 We measured PV hysteresis curves for a fPN actuator fabricated 
with a stiffer elastomer (Elastosil M4601, Young’s modulus 
of  ∼ 7 MPa, Shore A hardness 28) for the extensible layer. In 
comparison to Ecofl ex 30 (Young’s modulus  ∼ 0.1 MPa, Shore 
A hardness 00–30), the actuator fabricated with the stiffer elas-
tomer required nearly 8× more pressure, but required  ∼ 1.5× 
less change in volume to bend fully ( Figure   3 ). The additional 
volume required by the dPN made of a softer elastomer is a 
consequence of the outward expansion of its exterior walls. 
These results suggest that actuators fabricated from softer elas-
tomers exert less force, and bend more slowly for a given rate 
of infl ation than the same actuator made of a stiffer elastomer 
since additional volume must be transferred to achieve the 
same degree of bending.   

  3.6   .  Fatigue Testing of fPNs 

 An important metric for the performance of elastomeric 
actuators is the life-span of the device in use; the life-span is 
limited by fatigue in the material and failure in the adhesive 
interface. [  24  ]  We measured the number of full actuation cycles 
(each cycle consisting of nearly full bending and relaxing) that 
each type of actuator would withstand before bursting. The 
sPN (actuated at 0.33 Hz) failed, on average, after  ∼ 126 cycles 
(n = 11 sPN with a standard deviation of 274 cycles; Movie 
S1) and at most after 990 cycles. The large deviation for the 
failure of the sPN was due primarily to the presence of bub-
bles (introduced in the elastomer making up the top wall of the 
extensible layer during fabrication) that weaken the wall, con-
centrate stress, and lead to the rupture of the extensible layer. 
Fabricating thicker top walls of the sPN will reduce failure due 
to bubbles, but increase failure by delamination, since higher 
pressures are required for the actuator to bend fully. 

 The fPN avoids both modes of failure (interfacial failure and 
rupture of the extensible layer) by signifi cantly reducing: i) the 
pressure required for full actuation, ii) the maximum strain in 
the top wall of the extensible layer required for bending, and 
iii) bubbles present in the expanding regions of the extensible 

      Figure 3.  Effect of Elastomer Stiffness. A,B) Pressure–volume hysteresis 
curves for fPN actuators fabricated with an extensible layer made from 
Ecofl ex 30 and an inextensible layer made from PDMS (A) and an exten-
sible layer made from Elastosil M4601 and inextensible layer made from 
a composite of Elastosil M4601 and paper fabric (B). 
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end of the actuator using images taken from a camera, and 
plotted them using a graph that allowed comparison of experi-
mentally observed positions, and positions predicted by the 
FEM (Figure S5E, F). The fPN reached its full range of motion 
(360° bending) at 72 kPa (Figure S7D); at this pressure, the sPN 
defl ected only 41° (Figure S5C). 

 We also investigated the force these actuators exert for a 
given pressure to validate the accuracy of the FEM (Figure S6). 
Using a transducer (Nano17, 6 axis F/T sensor, ATI industries), 
we measured the force exerted by the tip of the actuator when 
the opposite end was fi xed in place. As with the actuator tra-
jectories, the forces predicted by the FEM for the sPN and fPN 
were of good agreement with experimental measurements; this 
agreement suggests the simulated values of strain are accurate. 
A fPN applied a force of  ∼ 1.4 N for an actuation pressure of 
72 kPa (the pressure that provided full range of bending for the 
fPN). At the same pressure, a sPN having analogous dimen-
sions applied a force of  ∼ 1 N, (i.e., 40% less than that of the 
fPN). By increasing the applied pressure (until the actuators 
rupture), both the sPN and fPN can apply additional force. 
Changing the stiffness of the elastomer can tune the range of 
forces exerted by both actuators (silicone and polyurethane elas-
tomers with a large range of material properties are commer-
cially available).  

  3.8   .  Rapid Actuation of the sPN and fPN 

 To compare how rapidly the sPN and fPN bend, we actuated 
each with a miniature compressor (BTC-IIS,Parker, Holliss, 
NH), which delivers compressed air at pressures up to 193 kPa, 
at a maximum fl ow rate of  ∼ 11 L/min (Movie S2 and S3). Using 
this compressor, on average, the sPN bends fully in 3.3 seconds 
(standard deviation of 0.54 s for N = 7 actuations) and the fPN 
bends fully in 130 ms (standard deviation of 8 ms for N = 7 
actuations). 

 To determine the maximum frequency the fPN could bend, 
we used a computer-controlled solenoid valve to pulse pres-
surized gas for short durations, and then vented the system to 
equilibrate with atmospheric pressure ( Figure   5 A, Movie S4); 
the head pressure (that is, the pressure set by the regulator) was 
adjusted to achieve full bending of the fPN. The highest fre-
quency of full bending and relaxing achieved by the fPN, using 
a 50% duty cycle (equal durations of pressurizing and venting 
periods), was 2 Hz using 76 kPa head pressure (Figure  5 B). 
Higher frequencies did not allow the actuator to return to its 
original position. We employed a duty cycle with a shorter pres-
surization period (50 ms using 448 kPa head pressure) and a 
longer venting period (200 ms) to achieve an overall higher fre-
quency (4 Hz) of actuation (Figure  5 C, Movie S5).  

 Figure  5 D shows snapshots taken from a movie using a 
high-speed camera (1000 fps) of the fPN actuator (Movie S6, 
S7). The fPN showed an interesting and potentially very useful 
bi-modal behavior; the change between modes occurs above 
 ∼ 200 kPa head pressure. For slower rates of actuation, the 
chambers of the fPN infl ate relatively evenly, and the actuator 
bends along a roughly circular trajectory. Above the threshold 
rate, however, the tip of the actuator bends preferentially, and 
causes the actuator to curl on itself.  

stress-strain curves using pieces of cured Elastosil M4601, and 
fi t the compression and tensile data to the Yeoh hyperelastic 
material model in Matlab (Figure S4). The FEM results show 
the fPN experiences signifi cantly less ( ∼ 2.5×) strain (maximum 
principal or non-deformational) than the sPN for equivalent 
amplitude of bending (Figure  2 C–F). 

 To validate our FEM, we characterized the pressure required 
to bend a sPN and a fPN with the same number of chambers 
(15), same height of chambers (10.5 mm), and same wall thick-
ness (1 mm) (Figure S5). We tracked the trajectory of the free 

      Figure 4.  Fatigue test of fPN actuators. A–C) Pressure-volume hysteresis 
curves for fPN actuators before and after repeated pneumatic actuation. 
fPN actuators are made of Elastosil M4601 and paper and are hydrauli-
cally actuated to generate the PV curves. 
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to the atmosphere; tubing (21 cm long and 3.5 mm in diam-
eter); a needle (16 gauge) connected the fPN directly to the sole-
noid valves. The actuator hit the key  ∼ 100 ms after opening the 
valve; to do so, its tip traveled a distance of  ∼ 2.6 cm, yielding 
a momentum of  ∼ 1.3 × 10 −  Ns and a force of  ∼ 0.005 N. The 
majority ( ∼ 0.6 N) of the force used to depress a key, therefore, 
results from the pressurization of the fPN.  

 To demonstrate the precision and speed of the fPN actuators, 
we used four fPNs to play “Mary Had a Little Lamb” on the key-
board (Figure  6 B; Movie S8). We fi xed these actuators on the 
side of the keyboard using Velcro, and actuated them with pres-
surized air using computer-controlled solenoid valves. Playing a 
note required a period of pressurization of 75 ms (with a head 
pressure of 103 kPa), and a venting period of 150 ms. 

 Notes played in succession (the same actuator pressur-
ized twice in a row) required a 50 ms pressurization time, so 
the actuator would release the key more quickly (alternatively, 
a longer venting time could have been used, but would have 
required a slower tempo; Figure  6 A). Figure  6 B shows the spec-
trum analysis of the audio fi le. The notes played by the fPN 
match those of the song, and are clearly resolved. This resolu-
tion provides one demonstration of the precision of these actua-
tors. The entire two staves play within 6 s, and three notes play 
in as little as 0.4 s. To play songs with shorter intervals between 

  3.9   .  Pneu-nets Playing a Keyboard 

 For maximum utility, soft actuators must have the ability to per-
form useful tasks rapidly. To provide an example using fPNs, 
we set four to play an electronic keyboard in a way that mimics 
(at least distantly) human fi ngers ( Figure   6 A). The actuators 
require suffi cient speed to maintain a desired tempo, and suffi -
cient force (0.650 N) to depress the keys. The portion of the fPN 
that contacts the key weighs  ∼ 4.5 g and its gravitational weight 
can therefore only produce a maximum of 0.045 N of force. 
The remaining force (0.605 N) required to depress a key must 
be that of the actuator itself (i.e., the internal pressure acting 
on the actively bending region of the actuator, and the kinetic 
energy resulting in a transfer of momentum from that bending 
region of the actuator). We used a solenoid valve to control 
whether the fPN was pressurized with compressed air (103 kPa 
was the maximum pressure of our control system) or vented 

      Figure 6.  Independent Output Control. A) Images from two views of four 
fPN actuators playing a tune on a digital keyboard. Video is available in 
the on-line supplemental information. Each fPN was actuated for 75 ms 
at 103 kPa (except for repeated notes, which were actuated for 50 ms) and 
vented for 150 ms. B) Spectrum analysis of the audio fi le for frequencies 
between 200 and 500 Hz.       Figure 5.  High-Speed Actuation. A) Images of different positions of the 

fPN actuator during a full actuation cycle. B) Profi le of the internal pres-
sure of the actuator for three frequencies with 50% duty cycle at pressures 
that cause full bending of the actuator. C) Profi le of the internal pressure 
for 20% duty cycle (50 ms pressurization, 200 ms venting) at 413 kPa 
that yields an actuation frequency of 4 Hz. D) Time-lapse images from 
high-speed videos of the fPN actuator when actuated with two different 
pressurization rates. The actuator bends preferentially at its tip for the 
higher rate and more uniformly for the lower rate. 
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expand uniformly when pressurized above their full bending 
amplitude due to snap-through instability of the elastomeric 
material. [  26  ]  Although this non-linear behavior may have poten-
tial advantages, it also prevents the fPN from exerting forces 
along its length uniformly. To prevent this behavior, the expan-
sion of the inside walls of the chambers need to be restrained 
by an inextensible material. [  3  ]   

  5   .  Experimental Section 
 Details of fabrication and design for the fPNs are available in the 
supplementary information. In brief, we used 3D printing to make 
molds, and soft lithography using those molds to fabricate fPNs. For 
pneumatic actuation, we pressurized the fPNs with gas supplied 
from house nitrogen, and vented the chambers on defl ation to the 
atmosphere; computer-controlled solenoid valves regulated actuation 
of the fPNs. For hydraulic actuation, we used a digital syringe pump 
that provides a constant fl ow rate for both infl ation and defl ation of the 
fPNs. We used both a web-cam and a high-speed camera to observe the 
movement of the fPNs during actuation.  
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 Supporting Information is available from the Wiley Online Library or 
from the author.  
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